
How the BARKSTOP works:
The BARKSTOP first applies a warning tone followed by 
progressively increasing tone and shock as your dog’s barking 
persists. If your dog is quiet for 30 seconds or more, the 
BARKSTOP resets to the mildest correction level. Therefore, your 
pet needs only to experience the higher shock levels a few times 
before learning that the mild sound and shock stimulus is a 
warning of stronger corrections to come. Your pet should quickly 
learn to stop barking at the mild correction without having to 
receive the more intense shock. 
We have found this technique of progressively increasing 
sound and shock is not only more humane, it’s more effective 
in breaking the barking habit than conventional shocking bark 
control collars. 

Features:
●  Uses humane ultrasound, followed by shock only if  

barking persists
●  Automatically increases tone and shock stimuli if  

barking persists
● Voice recognition features minimizes false triggering
● Extremely small and lightweight
● Microprocessor controlled
● Operates on a standard longlife 6 volt battery
● The biggest voltage is 13V, when shocking
● Effective on dogs from 5 pounds to 135 pounds (2kg – 60kg)
● APSD – Automatic Power Saving Mode

Contents:
1x Bark controller (with x2 contact points)
1x Adjustable nylon collar
1x Standard 6V battery
1x Testing lighbulb

Operating Instructions:
Use of your new BARKSTOP is almost completely automatic. 
There is no electronic control to adjust it. Simply install a 6 volt 
alkaline battery, adjust the strap to the size of your dog’s neck 
and the unit begins to do its job.

Getting started:
Before putting your BARKSTOP on your pet, there are a few 
things about the unit which you should know. The BARKSTOP 
uses a microphone to sense your dog’s bark. The microphone 
is located at the center of the unit underneath the strap, which 
easily senses the vibration of your dog’s bark right through the 
strap. Electric shock is delivered by the two probes. You will also 
notice a small hole on the side of the unit. This is the location of 
the speaker that sounds the correction tones.

Installing/Replacing the battery:
1.  To access the battery compartment, firmly push down  

on the engraved area of the plastic case and slide open  
the battery door

2.  Install the new battery between the slip and spring contacts. 
Note that the spring contact is for the negative end of the 
battery and the slip contact is for the positive end

3.  Replace the battery door. When slid into place, it should  
snap shut. Normal battery life is three to four months. 
Replace the battery when the tone becomes notably softer 
or stops altogether

Putting the BARKSTOP on your dog:
Place the unit around your dog’s neck while they are standing, 
and adjust the collar length using the slide buckle arrangement 
provided with the strap. The unit should fit snugly underneath 
your dog’s neck in the middle, but still allow you to fit one 
finger between the collar and your dog’s neck. Make sure that 
the electrodes are in direct contact with your dog’s skin. Hair 
between the electrodes and skin will severely diminish the shock 
effect. If necessary, it is advisable to clip or shave your dog’s fur 
under the neck to ensure direct contact.

Choosing a strength level:
Remember:  Always start at the lowest level and work  

your way up.
●  You should see a slight change in your dog’s behaviour 

when the correct level is chosen. This change could include 
scratching at the collar, flicking of ears or looking around  
in confusion

●  Your dog should not panic or vocalize; if they do, the setting 
is too high for them

●  If your dog does not react even to the highest setting,  
there may be too much hair between the probes and the 
skin. Once the hair has been removed, start again from the 
lowest setting

Dog care while using the collar:
   CAUTION: The collar should not  be worn for more than 

12 consecutive hours, else a condition called Pressure 
Necrosis could occur

●  Check the fit of the collar regularly. If your dog seems to be 
uncomfortable or has irritated skin, stop using the collar for a 
couple of days

●  At least once a week, wash your dog’s neck with a cloth and 
mild soap, then rinse and dry before replacing the collar

Notes:
●  Do not leave the BARKSTOP on for more than 12  

consecutive hours
●  This device is made up of plastic and electronic components 

that are nondigestible. Consult your vet if your dog swallows 
any part of the product

●  The unit may occasionally be activated by other vibrations 
or sounds. This is normal but it should not happen so often 
as to be confusing. If the unit is falsely triggered by excessive 
scratching, shaking of the head or rolling on the ground, 
your pet may be suffering from fleas or ear mites. If these 
activities are evident, have your pet checked by a vet  
for parasites

●  The BARKSTOP is water resistant, but it is not fully 
submergible. Ensure the collar is removed before your pet 
bathes or swims

●  If the device gets very wet or submerged in water, remove 
the battery and allow the unit to dry completely for at least a 
couple of days. Then install a new battery before reuse
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